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Puntali tipo LTS da 0.5 a 250ul, graduati - su
rack 

Puntali tipo LTS da 0.5 a 250ul, graduati, DNA DNase RNase Pyrogen free. Su rack Cf. 10x96pz

  

Product codes:  

Reference: 56 885 5108

  

Product gallery:  

      

  

Product description:  

Puntali da 0.5 a 250ul compatibile con pipette Rainin modello LTS. La punta è UltraFine, studiata
da Labcon sottile e morbida per aderire perfettamente alle pareti del tubo ed espellere così fino
all'ultima aliquota di campione. Completamente autoclavabile

Packaging rack non sterile

- DNA - RNase - DNase FREE
- Non Apirogene - Endotossine FREE
- CE IVD
- Certificati basse tracce di metalli
- Resine di grado medicale
Gradazione a 10ul - 50ul - 100ul - 200ul

Modello tipo LTS compatibile con:
Rainin: E-Man Hybrid - EDP3 LTS - E4 XLS - EDP1 LTS - Pipet Lite/LTS - Pipet Plus/LTS  

  

Product features:  
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PNT - SIZE: 51.3mm
THE PNT - TYPE: without filter
PNT - CAPACITY MAX: 250ul
PNT - RANGE: 0.5-250ul
PNT - FILTER: absent
PNT - MODEL: tipo LTS
PNT - FORM: standard
PNT - TIP: standard
PNT - TIP: UltraFine
PNT - STERILITY: no
PNT - PURITY: DNA / DNase / RNase / Pyrogen / ATP e Metal FREE
PNT - AUTOCLAVABLE: si
PNT - SIZED: you
PNT - COMPLIANCE: CE-IVD
PNT - COMPLIANCE: US FDA
PNT - APPLICATIONS: dispensations in PCR
PNT - APPLICATIONS: the dispensation general
PNT - MATERIAL: PP
PNT - COLOR: neutral
PNT - FEATURES: puntale su rack specifico per LTS
PNT - COMPATIBLE WITH: Rainin LTS
PNT - PACKAGING: on the rack
PNT - COMPATIBILITY TYPE: specifica
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